
0.84 2.24 3.74 5.56 7.02 8.90 10.78 12.56

1.00 2.43 4.10 5.86 7.72 9.60 11.54 13.64

1.06 2.60 4.42 6.12 8.40 10.48 12.32 14.26

1.20 2.90 4.80 6.70 8.72 10.90 13.10 15.30

1.38 3.06 5.08 7.12 9.30 11.62 13.90 16.26

1.48 3.28 5.32 7.44 9.78 12.32 14.66 17.52

1.50 3.52 5.70 7.94 10.42 13.16 15.92 18.68

1.56 3.60 5.96 8.32 11.16 14.10 17.06 20.02

1.70 3.98 6.36 9.00 11.96 15.00 18.22 21.50

1.82 4.22 7.00 9.80 13.06 16.16 19.50 23.04

1.96 4.48 7.52 10.56 13.80 17.16 20.80 24.26

2.04 4.74 7.96 10.94 14.30 17.90 21.40 25.00

2.16 4.86 8.20 11.46 15.00 18.80 22.40 25.80

2.40 5.14 8.76 12.14 16.00 19.70 23.60 27.10

2.44 5.40 8.76 12.34 15.90 20.00 23.40 27.14

Maximum OD @ 7 BAR: Ø215 mm

Weight (±0.2kg): 2.4kg

Minimum Recommended Height: 65mm

Maximum Height: 255mm

TECHNICAL DATA

Maximum Recommended Height: 250mm

Minimum Height: 70mm

Design Height: 200mm

Load Capacity @ 7 BAR @ 200mm Design Height: 10.5kN

Part Description: Crimped convoluted type complet eassembly
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